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-Powerful, High Performance 
-Space Saving Case
-Scalable System
-Built in Raid
-Supports Dual Core CPU (Pentium D up to 3.6GHz)
-Intel Q35 Motherboard &Chipset
- Onboard Dual VGA

HIGHLIGHTS
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Fatures Description
Motherboard Intel DQ3SJOE
Power Supply 300 Watts PSU ATX 2.0
Case Size (13.2” x 5.6” x 12.0”)
Processors Supports Celeron D, Pentium 4, Pentium D, Core 2 Duo, Xeon  and Core 2 

Quad processors
Memory Four 240-pin DDR2 SDRAM DIMM sockets

Supports DDR2 800, DDR2 667 DIMMs
up to 8GB system memory

Chipset Intel Q35 Express Chipset
Audio 6-channel (5.1) audio subsystem using the Realtek ALC268 audio codec
Video Intel Graphic Media Acelerator (3100) onboard graphics subsystem

256MB video RAM
Onboard LAN Gigabit (10/100/1000 Mbits/sec) LAN subsystem using Intel 82566DM 

Gigabit Ethernet controller
External I/O Ports 8 USB 2.0 ports (2 located on the front panel)

1 External SATA
1 Firewire (IEEE-1394a) port
Optional DB9 Serial ports, up to 8 ports (1,2,4 or 8 see pricing for details)
1 VGA
1 DVI

Internal Interfaces 6 SATA IDE interfaces
1 parallel ATA IDE interface with UDMA 33, ATA-66/100/133
1 PCI Express 16x slot
2 PCI Express 1x slot
1 PCI conventional slot

Expansion
Capabilities

1 5 1/4 Bay
2 3 1/2 Bays
RAID: Raid 1 Standard (Optional: Can be configured as Raid 0, Raid 5 or 
Raid 10) 

Trusted Platform Mod-
ule  (TPM) revision 1.2

A component that enhances platform security

Intel vPro Technology Provides remote management, improved security, and energy-efficient per-
formance

Operating System Windows Vista, Windows XP Pro, WePOS
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